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[3) | THE BMV SHUNT CAN BE UPGRADED |
KEEP NEGATIVE BATTERY CABLES ‘ FROM STANDARD 500A TO 1000A. |
ALL AS SHORT AS POSSIBLE AND | THE BMV SHUNT IS MOUNTED i
ALL AT THE SAME LENGTH | | DIRECT ONTO BOTH BUSBARS. !
IMPORTANT INFORMATION !

Drawing BJE-276C [be grounded.

In case of a split phase supply the Neutral also must

IMPORTANT INFORMATION |

IMPORTANT INFORMATION !

[The primary Case ground connection rom a iverter
Multi or a Quattro, must be connected to

charger like
the Central Negative

Busbar of the DC system. Sizoof
this cable must be identical to connected DC negative.

combination MCB/RCD must be installed
on the output. Cable size must be adjusted
accordingly.

on the output. Cable size must be adjusted
accordingly.
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Fuse aize should be 400A.
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IMPORTANT INFORMATION |

The breaker and cable size for AC IN
should be adjusted accordingly.
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Power assist the MultiPlus can add 'AC Out-2 only is available when power is 05 m cable length: 4 x 50SQmr 'm cable (L E— TZOVOLTAC S EXTREMELY
mw to the output oad when nesde present on AG IN. During battery operation | [ lengh: 4 x 705amm. When used i closed "AC IN must be protected by a circuit HAZARC
th his | | it will b ‘condits, cable size should double. Cable length | [ breaker rated at 50A max or less. This
2 up o the max sum of nput and. AC Out-2 supports up to stands or the distance batwoon the battery and the| | depends heavily on the sizo o the PARTS OF THE INSTALLATION 1
50+25=75A. An Earth e Sari taiege dowice with breakar ora | [ Mt conmockions I Recommendations s nected power source.The input current | | WHEN IN DOUBT, ALWAYS CONSULT
leakage device with breaker or Gombination WCBIRCD must bs instaled withoutotherloade i the system and these aiso st b adjusted fo it he size of th YOUR VICTRON DEALER Il
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